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Part

Number

DSHTNZ16-25

Basic Specifications
< Max. Allowable Surface Pressure P (N/mm2) : 10

 Operating Temperature Range (°C) : -40::150<

 Maximum Allowable Velocity (m/s) : 1.66<

Max. Allowable PV Value (N/mm2•m/s) : 1.65< 

DSHTZ DSHTNZ

Round Flange Compact Flange

Features: Flange Integrated Oil Free Bushings can reduce the time of assembling.

Standard Flanged

Recommended Mating Shaft

f8 or g6

Material: Special Bronze Casting

Allowable Temperature: -40 ~ 150°C

Accessory: Hex Socket Low Head Cap Screws 2 ~ 4 pcs
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Ensure the bushing remains well lubricated

Part Number

Type dF7

+0.022

+0.010

+0.028

+0.013

+0.034

+0.016

+0.041

+0.020

6

8

10

12

16

20

25

30

Dh7

10

12

14

18

22

28

33

38

25

27

29

36

40

0

- 0.015

0

- 0.018

0

- 0.021

0

- 0.025

49

54

63

H

4

T

5

6

8

2.2

t

3

3.7

4.2

3.5

4.5

5.5

6.6

6

7.5

9

11

17

19

21

26

30

38

43

50

P.C.D

18

22

25

30

-

F

17

19

21

26

30

38

43

50

A
Accessory: Hex Socket

Type dF7 Low Head Cap Screw
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